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Step​ ​1:​ ​Watch​ ​Setup​ ​Video 
 

 
 
Watch​ ​the​ ​setup​ ​video​ ​at​ ​​https://youtu.be/tyUG4ObFyBg 
 
 
This​ ​video​ ​shows​ ​how​ ​to​ ​install​ ​the​ ​iPad​ ​Pro​ ​(or​ ​iPad)​ ​into​ ​your​ ​new​ ​Mobibooth®​ ​Aura​ ​photo​ ​booth. 
In​ ​this​ ​video​ ​we​ ​will​ ​demonstrate: 
 
NOTE​ ​you​ ​want​ ​to​ ​perform​ ​these​ ​steps​ ​on​ ​a​ ​flat​ ​surface​ ​such​ ​as​ ​a​ ​table. 
 

● How​ ​to​ ​remove​ ​the​ ​faceplate​ ​mirror​ ​and​ ​diffuser. 
● Removing​ ​diffuser​ ​protective​ ​cover. 
● Installing​ ​iPad​ ​Pro​ ​and​ ​connecting​ ​power. 
● Installing​ ​the​ ​diffuser​ ​on​ ​the​ ​ring​ ​light. 
● Installing​ ​the​ ​mirror​ ​faceplate. 
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Step​ ​2:​ ​Written​ ​Assembly​ ​Procedure 
 

1.​ ​Tool​ ​and​ ​accessories 
 
Tools​ ​and​ ​accessories​ ​stored​ ​in​ ​the​ ​top​ ​extrusion​ ​include: 
 
1x​ ​-​ ​3/32”​ ​hex​ ​key​ ​(smallest​ ​one) 
4x​ ​-​ ​Stainless​ ​steel​ ​hex​ ​head​ ​bolts 
4x​ ​-​ ​Diffusor​ ​bolts​ ​(already​ ​installed) 

 
 

2.​ ​Assembly​ ​Instructions 
 

Step ​ ​1: ​ ​Place ​ ​head ​ ​on​ ​sturdy ​ ​flat​ ​surface 
 

 
 
Unpack​ ​case​ ​and​ ​place​ ​sections​ ​on​ ​floor,​ ​taking​ ​care​ ​to​ ​protect​ ​finished​ ​surfaces​ ​from 
scratches.  
 
Remove​ ​accessory​ ​parts​ ​from​ ​the​ ​Top​ ​Extrusion. 
 
Place​ ​the​ ​head​ ​face​ ​up​ ​on​ ​a​ ​sturdy​ ​flat​ ​surface. 
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Step ​ ​2: ​ ​Remove ​ ​faceplate 
 

 
 
Remove​ ​the​ ​faceplate​ ​all​ ​four​ ​bolts​ ​holding​ ​the​ ​faceplate​ ​on,​ ​setting​ ​them​ ​carefully​ ​to​ ​the​ ​side. 
 
Remove​ ​the​ ​faceplate​ ​and​ ​set​ ​carefully​ ​to​ ​the​ ​side. 
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Step ​ ​3: ​ ​Remove ​ ​the ​ ​diffuser 
 

 
 
Remove​ ​the​ ​faceplate​ ​all​ ​four​ ​bolts​ ​holding​ ​the​ ​diffuser​ ​on,​ ​setting​ ​them​ ​carefully​ ​to​ ​the​ ​side. 
 
Remove​ ​the​ ​diffuser​ ​and​ ​set​ ​carefully​ ​to​ ​the​ ​side.​ ​Note​ ​shown​ ​with​ ​protective​ ​masking​ ​on​ ​it 
from​ ​initial​ ​shipment. 
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If​ ​masking​ ​is​ ​present​ ​is​ ​present​ ​on​ ​the​ ​diffuser​ ​please​ ​remove​ ​it​ ​at​ ​this​ ​time. 
 

 
 

 

Step ​ ​4: ​ ​Install​ ​iPad ​ ​Pro 
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Connect​ ​the​ ​lightning​ ​cable​ ​to​ ​the​ ​charge​ ​port​ ​of​ ​the​ ​iPad. 
 
Install​ ​iPad​ ​into​ ​guides​ ​(no​ ​guides​ ​present​ ​for​ ​Aura​ ​12​ ​models). 
 
 
TIP:​ ​in​ ​the​ ​case​ ​of​ ​the​ ​Aura​ ​12​ ​install​ ​the​ ​top​ ​of​ ​the​ ​iPad​ ​under​ ​the​ ​ring​ ​light​ ​lip​ ​then​ ​gently​ ​push 
on​ ​it​ ​to​ ​fit​ ​the​ ​bottom​ ​past​ ​the​ ​lip​ ​on​ ​the​ ​bottom. 
 

 

Step ​ ​5: ​ ​Install​ ​the​ ​diffuser 
 

 
 
Place​ ​the​ ​diffuser​ ​on​ ​the​ ​head​ ​assembly​ ​face.​ ​Ensure​ ​that​ ​the​ ​large​ ​opening​ ​is​ ​on​ ​the​ ​camera 
end​ ​and​ ​the​ ​small​ ​access​ ​hole​ ​is​ ​over​ ​the​ ​iPad​ ​power​ ​button. 
 
Screw​ ​in​ ​the​ ​four​ ​bolts​ ​removed​ ​earlier​ ​(​Step​ ​3​).​ ​Make​ ​sure​ ​to​ ​screw​ ​them​ ​into​ ​the​ ​countersunk 
holes. 
 
TIP:​ ​Do​ ​not​ ​over​ ​tighten​ ​the​ ​bolts​ ​or​ ​you’ll​ ​risk​ ​cracking​ ​the​ ​diuffuser. 
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Step ​ ​6: ​ ​Install​ ​the​ ​faceplate 
 

 
 
Install​ ​four​ ​bolts​ ​into​ ​holes​ ​to​ ​secure​ ​the​ ​faceplate.​ ​If​ ​you​ ​are​ ​installing​ ​the​ ​mirror​ ​faceplate​ ​use 
the​ ​stainless​ ​hardware​ ​provided.​ ​If​ ​installing​ ​a​ ​colored​ ​faceplate​ ​use​ ​the​ ​hardware​ ​of​ ​that​ ​same 
color​ ​to​ ​install. 
 
TIP:​ ​Do​ ​not​ ​over​ ​tighten​ ​the​ ​bolts​ ​or​ ​you’ll​ ​risk​ ​cracking​ ​the​ ​faceplate. 
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